
Ceiling filter M5 (Plenum)

The M5 efficiency ceiling filter, also known as a plenum
filter, is crafted from synthetic polyester fibers deeply
impregnated with a binder to ensure optimal clean air
distribution and a conducive working environment within a
pressurized paint booth.
With a density of 560 g/m² and a polyester mesh on the
air outlet side, this filter provides the durability and
efficiency necessary for high-quality finishing work in
automotive or industrial applications.
Technicis Filtration offers this product in rolls of 2m x 20m
or in pre-cut panels tailored to the dimensions and brand
of your booth.

Since 1992, Technicis Filtration has been a leading
manufacturer of paint arresting filters for industrial spray
booths.

Available Widths/Lengths
Available in rolls: Width 2m x Length 20m
Also available in pre-cut panels

Standards
• Testing: Complies with EN 779 / ISO 16890 
standards
• Flammability Test: DIN 53438 F1/K1 (for the 
galvanized steel version)

Raw Materials and Treatments
• Structure: Optimal progressive density of synthetic 
fibers with thermal bonding
• Surface: Pure calendared surface with a bonded mesh 
on the air outlet side
• Fiber Impregnation: Enhances filtration efficiency
• Density: 560 g/m²
• Thickness: 22 mm

Performance
• Filtration Efficiency: Complies with EN 779 / 
ISO 16890 standards: M5 (F5)
• Initial Pressure Drop: 35 Pa (at 1.5 m/s)
• Retention Capacity: 360 g/m²
• Temperature Resistance: 100°C continuous 
(maximum 120°C)

Applications
Filter Media: Designed for use in the ceiling of automotive 
or industrial paint booths
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