
Paint Booths – Extraction walls
Spray booths – Painting cabins
With over 30 years of expertise in air handling and 
filtration, Technicis Filtration offers custom-built extraction 
wall solutions, designed to comply with standards for paint 
and sanding booths and equipped with filter types tailored 
to each application.
The extraction power is calibrated to meet standards and 
requirements, ensuring a suction speed of 0.5 m/s for 
both artisans and industrial users.
Up to three additional filtration stages can be incorporated 
within the unit to guarantee effective capture of fine or dry 
particles. An optional activated carbon filter is also 
available to reduce odors and VOC emissions.
Since 1992, Technicis Filtration has been a leading 
manufacturer of paint arresting filters and industrial spray 
booths.

Paint Module "Double"
Varnish Booth

Application: Ideal for woodworking
Dimensions: Width 3.05m, Height 1.80m

Extraction wall
Paint Booth

Application: Rubber parts
Dimensions: Width 2m, Height 2.2m

ATEX Fan: Ensures safety in 
potentially explosive environments
Complete electrical box: Complies 

with Carsat safety standards

Extraction wall
Sanding Booth
Application: Designed for aerospace parts
Dimensions: Width 6m (comprising two 3m units), 
Height 2.24m
ATEX Fans and Motors: Ensures compliance and 
safety in explosive environments
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Paint Booths – Extraction walls

Extraction Unit
Application: Designed for the extraction of styrene 

emissions (composites)
Dimensions: Width 1.50m, Height 1.10m

Mobile Extraction Unit
Mobile Extraction Booth
Application: Designed for enameling
Dimensions: Width 1m, Height 2m (total height on legs)

Ducting
Air Outlet for Extraction Wall

Components: Ducts, elbows, and mounting hardware
Installation: Provided by Technicis

Diameter: 60cm
Height: 5m

Paint Module “Simple”
Paint Booth Application: Designed for bicycle 
frames
Dimensions: Width 1.80m, Height 1.80m
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