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FILTER MANUFACTURER

Protective wall Oil

Protective wall oil prevents particle adhesion and
facilitates the cleaning of paint and varnish booths, as well
as pieces requiring temporary masking. It replaces
peelable varnish solutions : it can be easily removed with
a spatula, preventing residue or layer buildup. Application
can be done using a brush, roller, or spray gun. It is
removed once the layer turns translucent, using a spatula.
Since 1992, technicis filtration has been a leader in the
manufacturing and supply of filters and equipment related
to spray painting in booths.

Advantages

Replaces peelable varnish solutions: it is easily removed
with a spatula, preventing residue and layer buildup.

Composition
White mineral (paraffinum liquidum)

Packaging
24 Kg drum

50 Kg drum

180 Kg drum

Applications

Surface protection for walls, partitions, windows, and
lighting in spray booths, paint, varnish, or areas where
sticky products are applied.

Storage

This product should be stored in a
temperature environment, in its original
sealed packaging, away from heat and light.
Under these conditions, the product can be
stores for up to 48months

Usage precautions -labbeling

Manufactured according to the ICHQ7A Partie Il — BPF-ISO 9001 : 2015 standard before use, please
refer to the safety data sheet

We can’t be held responsible for any use that does not comply with our instructions

Our technical support team is available for any additional information. 43



